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Foreword 

This Ethiopian standard has been prepared under the direction Textile and Leather Technology Standards Committee. 

In the preparation of this standard reference was made to the following document. 

Tanzania standard, TZS 210:1984, Leather-Determination of double hole stitch tear strength 

This second edition ES1 192 cancels and replaces the first edition. Leather - Determination of double hole stitch 
tear strength (ES D.N8.206: 1990), which has been technically revised 

Acknowledgement is made for the use of the information from the above publication. 



ETHIOPIAN STANDARD ES 1192:2005 



Leather - Determination of double hole stitch tear strength 



1 Scope 

1.1 This Ethiopian standard specifies the methods for the determination of double hole stitch tear strength of leather 
of any types. 



2 Normative references 

The following standards contain provisions, which, through reference in this text, constitute provisions of the 
Ethiopian standard. At the time of publication, the editions indicated were valid. All standards are subject to 
revision, and parties to agreement based on the Ethiopian standards are encouraged to investigate the 
possibility of applying the most recent editions of the Ethiopian standard indicated below. Registers of currently 
valid standards are maintained in the Quality and Standards Authority of Ethiopia. 

ES 1180:2005, Leather -Terminology 

ES ISO 2418: 2005, Leather- Chemical, physical and mechanical fastness test - Sampling 

ES ISO 2419:2005, Leather- Physical and mechanical test- Sample preparation and conditioning. 

ES ISO 2588:20055 Leather - Sampling - Number of items for gross sampling. 

ES ISO 2589: 2005, Leather- Physical and mechanical tests- Determination of thicknes 

ES ISO 4044*2005, Leather- Preparation of chemical test samples 

ES ISO 4048:2005, Leather - Determination of matter soluble in di 

ES ISO 5397:2005, Leather - Determination of nitrogen content and "hide" substance 

3 Definition 

For the purpose of this working draft the definitions in ES 1 1 80 shall apply 

4 Principle 

The load required for tearing the leather between two holes, a given distance apart is determined using a 
tensile strength testing machine. 

5 Sampling 

Sampling of leather shall be carried out in according with the method of test specified in ES ISO 2418, ES 
ISO 2419, ES ISO 2588 and ES ISO 4044*. 

6 Apparatus 

The following apparatus shall be used: 

6.1 Metal wire - a piece of soft steel wire 1.000 ± 0.0250 mm in diameter and not less than 100 mm in length. 

6.2 Means to make holes - a punch or other instrument for making holes 2mm in diameter in the test pieces. 
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6.2 Testing machine- a similar machine used for testing tensile strength as prescribed in ES ISO 3376 except 
that the jaws of the grips of the machine shall be covered with a material suitable for protecting the gripping 
surface from possible damage by the metal wire. 

7 Test Pieces 

The test pieces shall be 50 x 25 mm rectangular pieces, cut from leather samples from the sampling location 
for physical testing of leather in accordance with the method of test specified in ES ISO 2418. 

The test pieces shall be free from mechanical damage and defects. Punch two holes as shown in the figure 1 
on these pieces. Condition the test pieces in accordance with the method of test specified in ES ISO 2419 and 
ES ISO 4044. 
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FIGURE — Dimension^ oHest pieces 



All dimensions in millimeters 

Figure 1. Dimension of test pieces 



8 Procedure:- 



8.1 Three test pieces shall be cut from sampling position of three different samples of leather for physical 
test. 

8.2 Measure the thickness of the test piece according to the method given in ES ISO 2589. Make the 
metal wire in to a U shape loop and pass through the two holes so that both ends project from the flesh 
side of the test piece. Clamp the end of the wire in the wrapped grips of the testing machine. Grip the 
free end of the test piece in the other grip of the machine. 

8.3 Apply force to the test piece at such a rate that the actuated grip travels at a uniform speed of 25 ± 5cm 
per minute. Note the load required to tear the piece at the moment of the initial tear of the test piece. 
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9 Expression results 

The results of the three test pieces shall be the averaged and the double hole stitch tear strength caculated in kg/ cm thickness 

of the sample. 

The double hole stitch tear strength in kg /cm thickness shall be recorded to the nearest 0.5 kg/ cm thickness of test piece 

The test report shall include the following particular: 

a) Reference to this standard; 

b) The result of the test; 

c) All details required for the identification of the samples; 

d) Any unusual features noted during the determination and; 

e) Any operation not included in this standard or those documents to which reference is made or any 
operation regarded as optional. 
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ORGANIZATION AND SERVICES OFFERED 

The Quality and Standards Authority of Ethiopia (QSAE) is the national 
standards body of Ethiopia established in 1970. 

It has undergone several restructuring programs since its establishment, 
and currently provides a comprehensive range of services in the following 
areas: 

>- Ethiopian Standards development; 

^ Regulation enforcement (Compulsory product certification and 
legal metrology); 

>- Laboratory testing in the fields of mechanical, electrical, 
chemical and biological testing; 

>- Calibration of instruments in various measurement areas; 

^ Product inspection; 

>- Training on standardization, quality, testing and metrology; 
and 

>- Provision of up-to-date standards information. 

QSAE operates a national product certification scheme whereby manufac- 
turers licensed under the scheme have the right to use the Quality Mark 
shown in the figure below. 

ETHIOPIAN STANDARDS 

Technical committees made up of experts from industry, trade, 
government, and other user groups prepare Ethiopian Standards. The 
requirements or recommendations contained in Ethiopian Standards are a 
consensus of the views of representative interests and also take account 
of comments received from the general public and other sources. 
Ethiopian Standards are kept under continuous review after publication 
and are updated regularly to take account of latest scientific and 
technological changes. 

Orders for all Ethiopian Standards, and international and foreign national 
standards, including electronic versions, should be addressed to the 
Documentation and Technical Information Group at the Head Office. 
A Catalogue of Ethiopian Standards is also available at our Head Office, 
Branches and Representative Offices. 

INTERNATIONAL INVOLVEMENT 

QSAE, representing Ethiopia, is a member of the International 
Organization for Standardization (ISO), International Organization of Legal 
Metrology (OIML) and Codex Alimentarius Commission (CODEX). It also 
maintains close working relations with the International Electro-technical 
Commission (lEC). It is a founding member of the African Regional 
Organization for Standardization (ARSO). 

MORE INFORMATION? 

Contact us at the following address. 



The Head Office of QSAE is at Addis Ababa with 
seven Branches and three Representative Offices 
elsewhere in the country and at Djibouti ready to 
cater for all your quality and standards needs. 

Wereda 17, Kebele 21 , Addis Ababa. 

P.O. Box; 2310, Addis Ababa, Ethiopia 

Telephone: (251-1) 62 69 75/62 69 76 

Fax; (251 -1)46 08 80 

E-mail: qsae@telecom.net.et, Web Site: www.qsae.org 
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